Workaround:

Start - Applications - Tools - Editor (with right mouse click) - run as Administrator

Als Administrator ausfahren
Zum Archiv hinzufiagen...

Zu "notepad.rar” hinzufugen

Packen und als E-Mail versenden.

Zu "notepad.rar” hinzufiigen und als E-Mail vers
WinZip

Suchen im Backup-Archiv

B (i i i 9 =

Backup
Vorgangerversionen wiederherstellen
Senden an

Ausschneiden

Erleichterte Bedienung

Kopieren
Systemprogramme

Verknupfung erstellen
Tablet PC

. Audiorecorder Léschen

Ausfiihren Umbenennen
i oot unopcenter Nach Namen sortieren
& Dateio

Standardprogramme L
B8 Eingabeaufforderung
Windows Live Call Beta Paint
Rechner
Wirmslipre Remotedesktopverbindung

WinZip Snipping Tool
Synchronisierungscenter

5 Verbindung mit Netzwerkprojektor
Windows-Explorer
Windows-Mobilitztscenter
Windows-Sidebar

WordPad
Communications

Dokumente

TEEHOD

Einstellungen

Suchen
Hilfe und Support

Ausfiihren..

Herunterfahren,

In Editor please open Windows\system32\autoexec.nt

Change the command for the German keyboard map to:
LH KB16 GR,,%SystemRoot%\system32\keyboard.sys

Example:

autoexec.nt - Editor

Datei Bearbeiten Format Ansicht 7
Becho off x

REM AUTOEXEC.BAT is not used to initialize the M5-DOS environment.
REM AUTOEXEC.NT is used to initialize the M5-DOS environment unless a
ReM different startup file is specified in an application’s PIF.

LH KB16 GR,,%SysTemRootX\system32\keyboard.sys

REM Install CD ROM extensions
Th ZsystemrootX\system32\mscdexnt.exe

REM Install network redirector (load before dosx.exe)
1h %systemRoot%\system32\redir

REM Install DPMI support
1h %systemRoot%\system32'dosx

REM The foﬂuww‘n‘g. Tline enables sound Blaster 2.0 support on NTVDM.
REM The command for setting the BLASTER environment is as follows:
REM SET BLASTER=A220 I5 D1 P330

REM where:

REM A specifies the sound blaster’s base I/0 port

REM I specifies the interrupt request line

REM D specifies the 8-bit DMA channel

REM P specifies the mMPu-401 base I/0 port

REM T specifies the t{fpe of sound blaster card

REM 1 - sound Blaster 1.5

REM 2 - sound Blaster Pro I

REM 3 - sound Blaster 2.0

REM 4 - sound Blaster Pro IL

REM 6 - sound Blaster 16/AWE 32/32/64

REM

REM The default value is A220 15 D1 T3 and_p330. If any of the switches is
REM left unspecified, the default value will be used. (NOTE, since all the
REM ports are virtualized, the information provided here does not have to
REM match the real hardware setting.) NTVDM supports sound Blaster 2.0 only.
REM The T switch must be set to 3, if specified.

SET BLASTER=A220 I5 D1 P330 T3

REM To disable the sound blaster 2.0 support on NTWDM, specify an invalid
REM SB base I/0 port address. For example:
REM SET BLASTER=AO




